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CODES THAT APPLY TO THIS PROJECT.  When
inconsistencies exist between drawings.
specifications and applicable code requirements,
conformance to codes shall have precedence over
drawings and specifications. Tennessee Log &
Timber Homes, Inc. assumes no liability for any
home constructed from this plan. These plans
indicate locations only and should have an
architectural stamp applied if required.  Engineering
aspects should incorporate actual site conditions.
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NOTE:
1)  ALL REPRESENTATIONS OF FIXTURES, EQUIPMENT,

MATERIALS, ELECTRICAL, PLUMBING, FASTENERS, ETC.
ON CLIENTS DESIGN ARE NOT INCLUDED WITH CLIENT'S
PACKAGE PURCHASED FROM TENNESSEE LOG &
TIMBER HOMES, INC.  ONLY ITEMS SPECIFICALLY NOTED
IN TENNESSEE LOG & TIMBER HOMES, INC. PURCHASE
AGREEMENT WILL BE INCLUDED IN THE MATERIALS LIST
AND SUPPLIED TO THE CLIENT.

2)  CONTRACTOR TO VERIFY ALL DIMENSIONS
BEFORE BEGINNING CONSTRUCTION.

3) ALL DOOR AND WINDOW ROUGH OPENINGS
TO BE VERIFIED AS WALLS ARE BEING FRAMED.
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MAIN FLOOR PLAN

CAUTION MUST BE EXERCISED
IN MAKING ANY CHANGES IN THIS PLAN.  MINOR
CHANGES IN ONE AREA OF THE HOUSE COULD
LEAD TO MAJOR PROBLEMS IN ANOTHER AREA.

BUILDING GREEN:
1) WHERE POSSIBLE, USE COMPACT FLUORESCENT LIGHTING.
2) USE DURABLE ROOF COVERINGS SUCH AS STEEL OR FIBER

CEMENT TO REDUCE THE NECESSITY FOR FUTURE ROOF
COVERING REPLACEMENTS.

3) THE USE OF FACTORY BUILT COMPONENTS REDUCES THE
AMOUNT OF JOB SITE CUTTING FURTHER REDUCING WASTE.

4) CHOOSE ENERGY STAR RATED APPLIANCES WHENEVER
POSSIBLE.

5) USE NATIVE PLANTS DURING LANDSCAPING TO REDUCE THE
NEED FOR WATERING AND FERTILIZING.

6) IN ROOF SYSTEMS AND EXTERIOR STUD WALLS, USE THE
HIGHEST R-VALUE POSSIBLE.

7) USE LOW-E WINDOWS TO REDUCE HEAT TRANSFER

RESPONSIBILITY OF THE BUILDER/OWNER
THESE DRAWINGS ARE IN PART DIAGRAMMATIC AND DO NOT SHOW IN
DETAIL HOW WORKMANSHIP, MATERIALS AND INSTALLATION OF THE MATERIALS
INCLUDING THE FIXTURES AND EQUIPMENT ARE TO BE BROUGHT TOGETHER
TO COMPLETE THE "WHOLE" STRUCTURE.

IT IS THE RESPONSIBILITY OF THE BUILDER/OWNER TO BUILD THE
STRUCTURE TO COMPLY WITH ALL APPLICABLE NATIONAL, STATE,
COUNTY AND CITY CODES AS THEY APPLY TO EACH COMPONENT
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ALL  CONTRACTORS MUST ASSURE ALL WORK
CONFORMS TO NATIONAL, STATE, AND LOCAL
CODES THAT APPLY TO THIS PROJECT.  When
inconsistencies exist between drawings.
specifications and applicable code requirements,
conformance to codes shall have precedence over
drawings and specifications. Tennessee Log &
Timber Homes, Inc. assumes no liability for any
home constructed from this plan. These plans
indicate locations only and should have an
architectural stamp applied if required.  Engineering
aspects should incorporate actual site conditions.
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NOTE:
1)  ALL REPRESENTATIONS OF FIXTURES, EQUIPMENT,

MATERIALS, ELECTRICAL, PLUMBING, FASTENERS, ETC.
ON CLIENTS DESIGN ARE NOT INCLUDED WITH CLIENT'S
PACKAGE PURCHASED FROM TENNESSEE LOG &
TIMBER HOMES, INC.  ONLY ITEMS SPECIFICALLY NOTED
IN TENNESSEE LOG & TIMBER HOMES, INC. PURCHASE
AGREEMENT WILL BE INCLUDED IN THE MATERIALS LIST
AND SUPPLIED TO THE CLIENT.

2)  CONTRACTOR TO VERIFY ALL DIMENSIONS
BEFORE BEGINNING CONSTRUCTION.

5)  ALL DOOR AND WINDOW ROUGH OPENINGS
TO BE VERIFIED DURING FRAMING OF GABLES
AND DORMERS.
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BUILDING GREEN:
1) REMOVE ONLY TREES FOR HOUSE SITE AND FOR SAFETY ONLY

ARBOR FOUNDATION OF AMERICA
2) PLACE ALL RUBBISH IN AN APPROVED CONTAINER FOR RECYCLE

USE. U.S.G.B.C. ORG.
3) INSTALL SILT SCREENS BEFORE ANY GRADING BEGINS. ALL

SCREENS SHOULD BE BURIED MIN. 6" DEEP. PLACE STRAW
BALES IN FRONT OF SILT SCREENS IF GRADE REQUIRES. CHECK
ALL GRADE AND SOIL CONDITIONS PRIOR TO EXCAVATION.

4) FOLLOW ALL EROSION CONTROL MEASURES.
5) ENHANCE AND PROTECT T ALL ECOSYSTEMS AND BIO-DIVERSITY.

OBSERVE ALL FLORA AND FAUNA.
6) MINIMIZE ANY STRAIN ON AQUATIC ECOSYSTEMS. LEAVE 50' TO

100' BUFFER ALONG ALL BODIES OF WATER. LEAVE SOILS AND
PLANTS UNDISTURBED.

7) CONSERVE ENERGY AND WATER - DEMONSTRATE CONTRACTOR/
OWNER COMMITMENT TO ENVIRONMENTAL STEWARDSHIP AND
SOCIAL RESPONSIBILITY.

8) IN WARMER CLIMATES, POSITIONING THE HOME TO ALLOW FOR
SHADING OF EAST AND WEST FACING WINDOWS TO REDUCE
SOLAR HEAT GAIN, WHICH MINIMIZES USE OF AIR CONDITIONING.

BASEMENT NOTES:

1)  ALL REPRESENTATIONS OF FIXTURES, EQUIPMENT,
MATERIALS, ELECTRICAL, PLUMBING, FASTENERS, ETC.
ON CLIENTS DESIGN ARE NOT INCLUDED WITH CLIENT'S
PACKAGE PURCHASED FROM TENNESSEE LOG &
TIMBER HOMES, INC.  ONLY ITEMS SPECIFICALLY NOTED
IN TENNESSEE LOG & TIMBER HOMES, INC. PURCHASE
AGREEMENT WILL BE INCLUDED IN THE MATERIALS LIST
AND SUPPLIED TO THE CLIENT.

2)  FOUNDATION MATERIALS SUPPLIED BY OWNER UNLESS
SPECIFIED BY CONTRACT.

3)  BUILDER TO VERIFY ALL DIMENSIONS ON JOB SITE.

4)  IF FOUNDATION WALLS ARE NOT SQUARE OR LEVEL, CORRECT
DURING SUBFLOOR CONSTRUCTION.

5)  SOLID BLOCKING TO BE USED UNDER ALL POSTS.

6)  FIREPLACE DIMENSIONS TO BE VERIFIED BY OWNER
BEFORE CONSTRUCTION.

7)  BLOCKING TO BE USED UNDER STUD WALLS RUNNING
PARALLEL TO FLOOR JOISTS.

8)  BASEMENT WALLS CONSTRUCTED AS PER SITE CONDITIONS
AND LOCAL CODES.

9)  POSTS DIMENSIONED UNDER GIRDER ARE LOCATED FOR UPPER
LEVEL SUPPORTS.  ALL OTHER GIRDER SUPPORT POSTS ARE
LOCATED PER LOCAL CODE ON JOB SITE.

RESPONSIBILITY OF THE BUILDER/OWNER
THESE DRAWINGS ARE IN PART DIAGRAMMATIC AND DO NOT SHOW IN
DETAIL HOW WORKMANSHIP, MATERIALS AND INSTALLATION OF THE MATERIALS
INCLUDING THE FIXTURES AND EQUIPMENT ARE TO BE BROUGHT TOGETHER
TO COMPLETE THE "WHOLE" STRUCTURE.

IT IS THE RESPONSIBILITY OF THE BUILDER/OWNER TO BUILD THE
STRUCTURE TO COMPLY WITH ALL APPLICABLE NATIONAL, STATE,
COUNTY AND CITY CODES AS THEY APPLY TO EACH COMPONENT
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IMPORTANT FOR CONVENTIONAL HOMES:

YOUR FOUNDATION/SUBFLOOR MUST BE THE SIZE SHOWN ON THIS PLAN.  IF YOUR
FOUNDATION IS NOT LEVEL, SQUARE OR THE SIZE SHOWN; ANY OF THESE VARIANCES
CAN CAUSE THE SPECIFIC MATERIALS PERTAINING TO THIS JOB NOT TO FIT PROPERLY.
THIS IN TURN WILL LEAD TO MAJOR JOB SITE CHANGES THAT WILL HAVE TO BE MADE BY
YOUR BUILDER.  YOU MUST VERIFY WITH YOUR FOUNDATION CONTRACTOR
AND BUILDER PRIOR TO RECEIVING YOUR HOME THAT THE FOUNDATION IS CORRECT.
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ALL  CONTRACTORS MUST ASSURE ALL WORK
CONFORMS TO NATIONAL, STATE, AND LOCAL
CODES THAT APPLY TO THIS PROJECT.  When
inconsistencies exist between drawings.
specifications and applicable code requirements,
conformance to codes shall have precedence over
drawings and specifications. Tennessee Log &
Timber Homes, Inc. assumes no liability for any
home constructed from this plan. These plans
indicate locations only and should have an
architectural stamp applied if required.  Engineering
aspects should incorporate actual site conditions.

Chip Beets

2/6/09

mesb

29009

1/4" = 1'-0"

Vann/Neal

TLTH Project Manager:___________

Salesperson:___________________

Date :____________________

Contract:______________________

Scale:____________________
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NEHHome Style:____________________
Drawn By:_____________________

The Natural Element Home™
and Natural Elements™

are brought to you by
Tennessee Log &

Timber Homes, Inc.
2537 Decatur Pike
Athens, TN 37303
1-800-251-9218

01/06/09 mesb

1/26/09
2/5/09
2/6/09

1/22/09 dw
dw

JDH
dw

2/17/09 dw

INSTALL FLASHING BEFORE
APPLYING SHINGLES (BY OWNER)

CONTINUOUS BOSTON RIDGE
VENT (BY OWNER)

RANDOM POPLAR
BARK SIDING

RANDOM POPLAR
BARK SIDING

WESTERN RED
CEDAR SHAKES

CRICKET SUPPLIED BY
OTHERS - SEE TABLE
R1001.17 FOR SIZING

1x12 WRC SIDING
W/CONTOURED EDGES

1x12 WRC SIDING
W/CONTOURED EDGES

TONE FACADE SUPPLIED
BY OTHERS

1x12 WRC SIDING
W/CONTOURED EDGES

WESTERN RED
CEDAR SHAKES

PRE-CUT
TIMBER TRUSS

WESTERN RED
CEDAR SHAKES

8x8 WRC PRE-CUT CORNER
CAPS BY TLH

ROBERT'S BRACE WITH
4X8 DF DECORATIVE PURLIN

1X12 & 1X8 WRC
STEPPED FASCIA

FINISHED ROOFING
(BY OWNER)

2x6 WRC EXTERIOR
DOOR & WINDOW TRIM

FRONT ELEVATION

12
12

12
12

12
12

1x12 WRC
DECK SKIRT NOTE:  GRADE CONDITIONS TO

BE VERIFIED ON SITE

6
12

9" ROUND DF
PORCH POST

ROBERT'S BRACE WITH
4X8 DF DECORATIVE PURLIN

CONTINUOUS BOSTON RIDGE
VENT (BY OWNER)

1X12 WRC FRIEZE BOARD

CHIMNEY CAP INSTALLED
AS PER LOCAL CODES BY OTHERS

WESTERN RED
CEDAR SHAKES

8x8 WRC PRE-CUT CORNER
CAPS BY TLH

8x8 WRC PRE-CUT CORNER
CAPS BY TLH

1x12 WRC
DECK SKIRT

1x12 WRC BOARDS WITH
1x2 WRC HAND DRAWN BATTENS

1x12 WRC SIDING
W/CONTOURED EDGES

1x12 WRC SIDING
W/CONTOURED EDGES

INSTALL FLASHING BEFORE
APPLYING SHINGLES (BY OWNER)

2X12 WRC FRIEZE BOARD

1X12 & 1X8 WRC
STEPPED FASCIA

2x6 WRC EXTERIOR
DOOR & WINDOW TRIM

LEFT ELEVATION
NOTE:  GRADE CONDITIONS TO

BE VERIFIED ON SITE

STONE FACADE SUPPLIED
BY OTHERS

Front & Left
Elevations
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ALL  CONTRACTORS MUST ASSURE ALL WORK
CONFORMS TO NATIONAL, STATE, AND LOCAL
CODES THAT APPLY TO THIS PROJECT.  When
inconsistencies exist between drawings.
specifications and applicable code requirements,
conformance to codes shall have precedence over
drawings and specifications. Tennessee Log &
Timber Homes, Inc. assumes no liability for any
home constructed from this plan. These plans
indicate locations only and should have an
architectural stamp applied if required.  Engineering
aspects should incorporate actual site conditions.

Chip Beets

2/6/09

mesb

29009

1/4" = 1'-0"

Vann/Neal

TLTH Project Manager:___________

Salesperson:___________________

Date :____________________

Contract:______________________

Scale:____________________

4

1
2

5

3

NEHHome Style:____________________
Drawn By:_____________________

The Natural Element Home™
and Natural Elements™

are brought to you by
Tennessee Log &

Timber Homes, Inc.
2537 Decatur Pike
Athens, TN 37303
1-800-251-9218

01/06/09 mesb

1/26/09
2/5/09
2/6/09

1/22/09 dw
dw

JDH
dw

2/17/09 dw

6
12

12
12

12
12

6
12

6
12

ROBERT'S BRACE WITH
4X8 DF DECORATIVE PURLIN

CONTINUOUS BOSTON RIDGE
VENT (BY OWNER)

CHIMNEY CAP INSTALLED
AS PER LOCAL CODES BY OTHERS

INSTALL FLASHING BEFORE
APPLYING SHINGLES (BY OWNER)

WESTERN RED
CEDAR SHAKES

WESTERN RED
CEDAR SHAKES

8x8 WRC PRE-CUT CORNER
CAPS BY TLH

WESTERN RED CEDAR
DECORATIVE SHUTTER

1x12 WRC BOARDS
WITH 1x2 WRC HAND

DRAWN BATTENS

1x12 WRC SIDING
W/CONTOURED EDGES

1x12 WRC SIDING
W/CONTOURED EDGES

2X12 WRC FRIEZE BOARD

1x8 WRC CHANNEL
RUSTIC EXTERIOR SOFFI

1X12 & 1X8 WRC
STEPPED FASCIA

2x6 WRC EXTERIOR
DOOR & WINDOW TRIM

RIGHT ELEVATION
NOTE:  GRADE CONDITIONS TO

BE VERIFIED ON SITE
STONE FACADE SUPPLIED

BY OTHERS

10
12

8x8 WRC PRE-CUT CORNER
CAPS BY TLH

WESTERN RED
CEDAR SHAKES

CONTINUOUS BOSTON RIDGE
VENT (BY OWNER)

1x12 WRC
DECK SKIRT

INSTALL FLASHING
BEFORE APPLYING

SHINGLES (BY OWNER)

1x8 WRC CHANNEL
RUSTIC EXTERIOR SOFFITS

2x6 WRC EXTERIOR
DOOR & WINDOW TRIM

2x6 WRC EXTERIOR
DOOR & WINDOW TRIM

1X12 & 1X6 WRC STEPPED
FASCIA

3
12

10
12

REAR ELEVATION

Rear & Right
Elevations




